
FIXPratika 9.0

Tested in factory during production

Suitable for wall-hung WC

9 lt. in-wall cistern (adjustable to 6.0 lt.) dual flush with adjustable partial discharge

Suitable for 80 mm rough wall

Maintenance operation 5 minutes

Assembly operation 5 minutes

kariba.it

Mounting frame for wall-mounted pans designed for in/on-
wall (strong wall) installation.
Not suitable for installations in lightweight wall.

Main features
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FEATURES DATASHEET
•	 Overall thickness frame 80 mm (without discharge elbow) 

9 liters HDPE monobloc cistern without junction points
•	 Filling float valve acoustic class 1 adjustable up to 6  lt
•	 Plaster mesh
•	 Extruded closed-cell PE insulation, anti-condensate, 

soundproofing, with thermal resistance -40°C to +90°C
•	 Flush valve with silicone gasket
•	 Structure tested to withstand 400 Kg according to 

standards  UNI EN 977/1 – 997 – 89500/2 if installed 
correctly

•	 Repairable in case of accidental drilling
•	 Maintenance operation without using  tools

STANDARD SUPPLY
•	 10/10 galvanized steel frame with 4 lateral fixing brackets
•	 180-230 mm adjusting fixing
•	 M12 threaded bars for pan fixing
•	 Monolith 9.0 concealed cistern
•	 Pipe and fitting kit for connecting to a wall-mounted pan
•	 90mm black sleeve with gasket
•	 90mm black 90° bend
•	 Fixing and assembly kit
•	 Connection pipe for WC
•	 Brass stop valve 3/8 – 3/8 including fitting ½ - 3/8
•	 Protection template to shape the perimeter of tiles or 

plaster 
•	 Protection cover for elbow and discharge pipe

ON DEMAND
•	 Dual-flush plate Aurea and Fidia adjustable partial 

discharge  for water saving
•	 100 - 100 mm PVC bend
•	 90/110 mm adaptor

Fix Pratika 9.0 needs integrate with  supplement  Dual 
counterplate cod. 317010

5 minutes 5 minutes made & tested
in Italy

min 6,0 lt.
max 9,0 lt.

kariba.it

Technical information

FIXPratika 9.0
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